
ConveyLinx-JST-B 
24V

Two-Zone Network Control for  
24V Motor Roller and Geared 
Drives with JST connector.
The ConveyLinx-JST-B 24V gives you the  
opportunity to control our motor rollers and geared 
drives with 9-Pin JST connection. You can use our  
ConveyLinx-JST-B 24V for simple zero pressure  
accumulation (ZPA) applications as well as part  
of a PLC-configured system with complex  
applications. It gives you the power of  
free decision-making.



General Technical Data
24V DC

IP54

ECO: 2,5A x2 | BOOST: 3,5 x2 | BOOST-8: 3,5 x2

ECO: 3,0A x2 | BOOST: 5,0 x2 | BOOST-8: 8,0 x2

9Pin JST Connector

0˚C – +40˚C

10% – 90% (No Condensation)

UL, CE, UKCA, RoHS, REACH
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ConveyLinx2 JST Brake
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·    �Voltage: 

·    Protection Class: 	

·    Rated Current:  

·    �Starting Current: 	

·    �Connection: 	

·    Ambient Temperature:

·    Ambient Humidity:

·    Certifications:



The ConveyLinx-JST-B is the dedicated 

control for the Senergy-JST-B motorised 

roller, featuring an integrated holding brake, 

as well as our PGD-JST and PGD-JST-B 

geared drives. The brake is fully deactivated 

automatically, eliminating the need for 

intervention by the higher-level controller. 

When de-energized, the brake reliably 

closes due to its spring-loaded mechanism 

and is only released by an electromagnet, 

ensuring secure and precise operation.

The motorised roller connects via a 9-Pin 

JST connector, which also manages the 

control of the mechanical holding brake. 

This system offers full compatibility 

with other controllers in the ConveyLinx 

family, enabling seamless integration of 

a mechanically braked motorised roller 

in any conveyor zone. All logic functions 

available in the ConveyLinx system remain 

fully accessible, ensuring flexibility and 

consistency across the entire setup.

·    �Automatic brake control

·    �Full compatibility with other  
control systems

·    Robust housing

·    4 Ethernet protocols

·    �Significant reduction of PLC source code

·    �Fully integrated in topology configuration

·    Two-Zone motor control

·    Profinet and ODVA approved

·    �Connection for 2 motors and 4 sensors

·    Tracking data handling

·    Advanced diagnostic functions 

·    �Internal ZPA logics

9-Pin JST Connector 9-Pin Connection at our ConveyLinx-JST-B

Benefits Features



Learn more 
about us!

Kyowa Europe GmbH
    Moltkestraße 44a 
    42799 Leichlingen
    +49 2175 8957 160
    www.pulseroller.com

Learn more 
about us!

Supported Fieldbus systems

All four above mentioned field busses of ConveyLinx 
family operate on one hardware. 
Pulseroller provides for each of those field busses 
required driver software individually designed for 
respective PLCs.


