How to Order a PDU90?

PDU90 Units are made to order to fit your specific conveyor dimensions.
On this basis, it is a great advantage if you can provide us with a step model of your conveyor system.
When you contact Pulseroller for a quote or to place an order
we will need to know the following dimensions and information:
Conveyor Dimensions (Please give all dimensions in mm)
Roller Pitch of either 75mm or 100mm’
Conveyor Between Frame (BF)
Height of Side Frame
Width of Bottom Flange of Side Frame
Top of Side Frame to Top of Roller

Length of Zone
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Roller Diameter of either 50mm or 54mm

Andere Optionen
H Transfer Belt Units - Specify if you want 2, 3 or 4

J Interlocking - Specify whether your conveyor has Micro-V or
Grooves with O-Bands. If using O-Bands, specify the dimen-
sion from the end of the roller to the centerline of the first
groove and the dimension between groove centerlines.

K Motor/Control - Specify Senergy JST (9Pin) or Senergy-Ai (4Pin)?2

L Minimum and maximum dimensions of the conveyed goods M
and maximum weight of the conveyed goods

Mounting Considerations

Mounting holes on Side Frame Botton Flanges are assumed to be 9mm Dia.

M2 — Mounting holes are assumed to be centered along the width of the side Frame Bottom Flanges.

Mounting holes are assumed to be aligned with the conveyor’s roller centers.

Area under PDU90 has to be free of any conveyor supports or cross-members.

" Irregular Roller Pitches may be accommodated. Contact us for details.
2 For Senergy-Ai motor rollers, you can specify ConveyLinx-Ai2 or MotionLinx-Ai controllers.
? Different mounting hole size/or locations can be accommodated. Be sure to include the details when you contact us.



