36

Tube
Versions

Senergy powered motor rollers can be used either as a standalone
powered roller, or for driving slave rollers utilizing most common
types of belt transmission.

Additionally, there is a [P66/IP69K washdown option as a
full stainless steel Senergy-Ai1 available and also a freezer option
with IP54. Special tube options are possible on request.

Stainless steel
50 x 1,5mm

Zinc-Plated steel
50 x 1,5mm




Conical segments
with 1,8° conicity
for roller curves

Crowned
51x1,5mm

2 mm Polyurethane
Tube: 50 x 1,5mm

2mm PVC
Tube: 50 x 1,5mm
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Torque
Transmissions

Poly-V head for
use with standard
Poly-V belts.

MS8 internal thread
Spring-loaded hex shaft

Motor roller
without torque
transmission

M8 internal thread
Spring-loaded hex shaft



Poly-V IP66/69K head
for use with standard
Poly-V belts.

M8 internal thread
Spring-loaded hex shaft

IP66/69K rated
without torque
transmission

M8 internal thread
Spring-loaded hex shaft
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Roundbelt
head for
round belts.

M8 internal thread
Spring-loaded hex shaft

Single or double groove
tube for round belts.
(available in IP66/69K)

MS8 internal thread
Spring-loaded hex shaft




