
MotionLinx-IO 
24V

Input and Output module for 24V 
motor rollers and geared drives  
based on the MotionLinx-Ai.
When a system requires more I/O connections than 
can be supported by MotionLinx-Ai, the MotionLinx-
I/O serves as the perfect extension. This solution  
allows for the seamless expansion of complex  
system layouts, all while maintaining com- 
patibility with Pulseroller products.



General Technical Data
·    �Voltage: 

·    Protection Class: 	

·    Maximum current per output:

·    �Connection: 	

·    Ambient Temperature:

·    Ambient Humidity:

·    Certifications:

24V DC

IP54

300mA 

M8 - 4Pin Connector

0˚C – +40˚C

10% – 90% (No Condensation)

UL, CE, UKCA, RoHS, REACH

SHEET:

SCALE:
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When a system requires more I/O 

connections than can be supported by 

MotionLinx-Ai, the MotionLinx-I/O serves as 

the perfect extension. This solution allows 

for the seamless expansion of complex 

system layouts, all while maintaining 

compatibility with Pulseroller products. 

With up to 8 inputs or 8 outputs, MotionLinx-

I/O provides a high degree of flexibility in a 

compact design, making it ideal for space-

constrained environments. Configuration 

is simple and does not require proprietary 

software; instead, it is done using Service 

Data Objects (SDO), ensuring quick and 

efficient setup. 

The MotionLinx-I/O is a versatile addition 

that enhances the scalability and efficiency 

of Pulseroller-driven systems, making it 

easier to manage complex applications 

without unnecessary complexity.

Benefits Features

·    �Small footprint for easy  
installation inside the side-frame

·    High flexibility to fit in all applications

·    Fast integration in system

·    High communication speed

·    Real time applications

·    Error-free comissioning

·    All components from a single source

·    8 configurable I/O points

·    �Standard I/O pin assignment

·    Configuration via SDO 

·    �Separate power supply for the outputs

·    �Outputs drive up to 300mA permanently

·    �Data exchange via PDO

M8-4Pin standard connector M8-4Pin standard connector on controls



Learn more 
about us!

Kyowa Europe GmbH
    Moltkestraße 44a 
    42799 Leichlingen
    +49 2175 8957 160
    www.pulseroller.com

Learn more 
about us!

Supported Fieldbus systems

Our MotionLinx products are specially designed to 
support EtherCAT connection.


